WEATHER STATION 
Model WSD120 

CLOCK BAROMETER 
INSTRUCTIONS INSTRUCTIONS 


Use a coin to open the battery door on the back of the 
clock and insert a 1.5V/ "AA" battery matching the + 
and - terminals on the clock back. Adjust the time 
by pressing your finger on the dial on the back of the 
clock and turn to the right or left to your desired 
time. 



This barometer has been regulated to function at an 
altitude of 67m (210ft.) above sea level. If the 
altitude of your locality is different, please refer to 
the following steps to re-set the barometer. 

1. Compare the reading with another barometer, 
which is known to be accurate in your area, or 
compare the reading from your local weather 
network. 

2. If the reading is lower than your local standard. 
Turn the adjusting screw on the back (see figure 
below) to the left with a fiat blade screwdriver to 
obtain a positive compensation. 

If the reading is higher, then turn the screw to the 
right for a negative compensation. 

3. After adjusting, tap the glass gently so that any 
deviation still remaining can be corrected by 
means of the adjusting screw. 


THERMOMETER 
INSTRUCTIONS 

To calibrate the thermometer you will need the help 
of another thermometer showing the exact 
temperature. Adjust the thermometer by means of a 
screwdriver as described below. Press the arm E to 
the left, or right, to raise, or lower, the setting. 
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